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[1] We analyze earthquake ruptures propagating along a straight ‘‘main’’ fault and
encountering a finite-length branch fault. Such intersections are often observed in natural
fault systems. The predicted effects of the interaction with the branch that we report can be
remarkable; they can strongly perturb the propagation velocity on the main fault and,
in some cases, even arrest that propagation. Earlier work (Kame et al., 2003; Bhat et al.,
2004) emphasized the role of the fault pre-stress state, branch geometry (i.e., branching
angle), and the incoming rupture velocity at the branching junction in determining whether
the rupture would follow the branch or continue on the main fault or both, through
simulations which did not let a rupture on the branch encounter a barrier or a fault end
(called ‘infinite’ branch cases henceforth). In this study we look at ‘‘finite’’ branch
cases, and study the effect also of branch length, with rupture being blocked from
propagation beyond the branch end. It is known that sudden stoppage of a dynamic
rupture front leads to the propagation of large dynamic stress perturbations in the medium.
These have been known to nucleate or terminate ruptures on adjacent fault segments
(Harris et al., 1991; Harris and Day, 1993, 1999; Harris et al., 2002; Fliss et al., 2005,
among others). We thus anticipate interaction between the rupture on the main fault and
the branched one at two stages, when the rupture is propagating on the branch and when it
is suddenly blocked at the branch end. We show that in general rupture termination on
a compressional branch little affects propagation on the main fault compared to the infinite
branch cases. For branches on the extensional side, we show in some cases, that whereas
an infinite’ branch would have allowed (or stopped) rupture propagation on the main
fault, a finite branch stops (or allows) propagation on the main fault. Such results have a
dependence on branch length that we document. We also illustrate branch-related
complexities in rupture velocity evolution which could be one of the sources of the high-
frequency content of strong ground motion record. Complexities in the slip distribution,
often associated with a presumed heterogeneous strength distribution along the fault,
can also be observed when rupture is terminated on a branch.
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1. Introduction

[2] Large earthquake events are complex processes.
These complexities show up in the form of short bursts of
high-frequency ground motion, branches and offsets in the
rupture path, and asymmetry in the inferred slip pattern, to
name a few. The source of seismic complexities is normally
thought to be associated with heterogeneity in the stress
and/or strength distribution along the fault. The other
important question of how an earthquake stops is also often

attributed to spatial heterogeneity in the strength/stress
distribution along the fault. The aim of this study is to
explore another mechanism to explain seismic complexities,
namely, a class of geometric complexities in the form of
branches.
[3] A fault system has in general geometric complexities,

long known to geologists [King and Nabelek, 1985; Sibson,
1985, 1986; King, 1986; Wesnousky, 1988; Knuepfer, 1989;
Aydin and Schultz, 1990; Yule and Sieh, 2003; Brankman
and Aydin, 2004; Wesnousky, 2006, among others], like
bends, branches, step-overs, and sub-parallel strands at
different length scales (e.g., 1992 Landers earthquake,
Figure 1). The interaction between these geometric com-
plexities and rupture has been observed for various earth-
quakes. For example, in the case of branches, the 1992
Landers event branched from the Johnson Valley Fault to
the Kickapoo fault with part of the rupture continuing on the
Johnson Valley fault for four kilometers beyond the branch-
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ing junction [Sowers et al., 1994; Kame et al., 2003]. The
2002 Denali event branched off from the main Denali fault
to the Totschunda fault with no observable surface slip on
Denali fault beyond the branching junction [Bhat et al.,
2004]. Similar examples of branching from various other
earthquakes are discussed by Kame et al. [2003].
[4] Numerical modeling of geometric complexities and

their interaction with the rupture process has been done by
Tada and Yamashita [1997], Kame et al. [2003] and Bhat
et al. [2004], among others, for a rupture branching
through a fault system in 2D using the Boundary Integral
Equation method, and by Duan and Oglesby [2005] using
the Finite Element method. Aochi et al. [2000a, 2000b,

2002, 2005] and Aochi and Fukuyama [2002] addressed
similar problems in 3D using the BIE method, and Oglesby
et al. [2003], Dreger et al. [2004] and Oglesby [2005] using
the FE method.
[5] In this work we emphasize the role of small, finite

branches off the main fault in explaining certain complex-
ities associated with the whole rupture process like large
scale asymmetry in the slip pattern and even arrest of
rupture propagation on the main fault due to the branch.
[6] The paper is organized as following: In section 2 we

briefly introduce the numerical methodology and the failure
criteria used in our studies. In section 3 we discuss the
different parameters used in our model. Section 4 involves
discussion of our results. In section 4.1 we compare the
differences between effects of infinite and finite branches on
propagation along the main fault. In section 4.2 we describe
the heterogeneities in stress, slip and rupture velocity
observed while varying the parameters. Finally in section 5
we summarize and conclude our studies.

2. Dynamic Rupture Model

2.1. Model Geometry and Properties

[7] We consider a two dimensional mode II rupture
propagating in a medium that is unbounded, homogeneous,
isotropic and linear elastic. The rupture propagates right-
laterally as shown by Kame et al. [2003]. We also assume
that the slip along the fault is purely tangential and hence do
not allow any opening.
[8] The aim is to understand the influence of a finite

branch fault [Figure 2] on rupture propagation along a main
fault. We compare results with those established by Kame et
al. [2003] and Bhat et al. [2004] who analyzed an ‘infinite’
branch, in the sense that their branch fault had no end, or
other imposed barrier-like feature, that was encountered
during the time of simulation and hence that would stop
the rupture along it.
[9] As proposed by Poliakov et al. [2002], and verified

by detailed simulations and refined by Kame et al. [2003]
and Bhat et al. [2004], the three key parameters that
determine rupture path selection at an infinite branch
junction are:
[10] 1. Inclination of the maximum principal compressive

stress with the fault, Y

Figure 1. Map from Sowers et al. [1994] showing region
of transition from the Johnson Valley to the Kickapoo and to
the Homestead Valley faults during the 1992 Landers
earthquake. The thickest lines show fault breaks with
surface slip >1 m, intermediate lines >0.05 m, and thinnest
lines >0.01 m.

Figure 2. Model geometry and parameters used in the
numerical simulations. Here Y is the orientation of the
maximum principal compressive stress with the main fault,
vr is the incoming rupture velocity at the branching junction,
8 is the inclination of the branch with the main fault and Lbr
is the length of the finite branch fault.
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[11] 2. Rupture velocity when approaching a branching
junction, vr
[12] 3. Fault geometry, the inclination of the branch fault

with the main fault, 8
[13] Kame et al. [2003] have shown that types of faults

most susceptible to branch activation are those for which the
maximum principal compressive pre-stress direction of the
regional stress field is at a steep or shallow angle Y relative
to what might be regarded as an optimal Coulomb direction,
namely Y = 45� � fCoulomb/2 � 29.5� for tan(fCoulomb) =
ms = 0.6. It was shown in their simulations that whenY = 25�,
the rupture always continued on the main fault and rupture
on a branch, if it began at all, soon arrested on it. Thus
branch activation is principally a feature of faults which are
not near to Coulomb-optimal orientations in their regional
pre-stress fields.
[14] Some aspects of the results may also be controlled by

the magnitude of the shear prestress, e.g., as measured by
the seismic S ratio [Andrews, 1976]. In addition to these
parameters, we must now, for finite branches, also introduce
the new parameter, Lbr, which describes the length of the
branch. We non-dimensionalize this length by the size of the
slip weakening zone at low rupture speeds, R0. Rice et al.
[2005] have estimated the value of R0 to be in the range
1–70 m, with typical sizes of 10–30 m, at mid-seismogenic
depth, from their slip pulse model, assuming a peak friction
coefficient of 0.6 for a fault with high peak strength and low
dynamic strength, and fitting the model to seismic slip
inversions by Heaton [1990].

2.2. Slip-Weakening Coulomb Friction Law

[15] To describe the failure criterion on the faults, we use
the slip-weakening friction law [Ida, 1972; Palmer and
Rice, 1973; Andrews, 1976]. As shown in Figure 3, for the
simple linear-weakening version, when the normal stress is
constant, the shear strength, t, decreases linearly in this
model with ongoing fault slip, Du, from a peak strength, tp
to a residual strength, tr, and then remains constant after the
slip has reached a critical value Dc.

t ¼ tr þ tp � tr
� �

1�Du=Dcð ÞH 1�Du=Dcð Þ ð1Þ

where H(.) is the Heaviside function.

[16] We add to this model the Coulomb friction law that
describes the shear stress as a linear function of the
instantaneous normal stress, t = �fsn. The friction coeffi-
cient, f, decreases from an initial value, fs, the static friction
coefficient, to fd, the dynamic friction coefficient, with
ongoing fault slip and then remains constant. Thus tp =
�fssn and tr = �fdsn in equation (1).
[17] This model (slip-weakening Coulomb friction law)

has been widely used as a failure criterion in describing
earthquake rupture processes because of its simplicity and
its ease to implement in numerical methodology. In spite of
its simplicity the slip-weakening Coulomb friction law
allows the explanation of many complex dynamic rupture
processes.

2.3. Rupture Nucleation

[18] There are different ways of nucleating a rupture. We
could have imposed a very high initial shear stress along the
nucleation zone, greater than the failure stress, so that the
crack would have been statically unstable or imposed a
reduction of normal stress there. The other way of nucleat-
ing rupture is to impose a slip distribution, compatible with
the slip weakening law along the total crack length equal to
the nucleation size, Lnucl, and zero everywhere else. This
will produce stress concentration, higher than the failure
criterion, near the crack tips if Lnucl > Lc. This minimal
nucleation size (which refers here to the total crack length),
Lc, is derived from the fracture mechanics energy balance
and has a simple expression when using the slip-weakening
Coulomb friction law, if we assume as done by Palmer and
Rice [1973] and Rice [1968] that the slip-weakening zone
size, R0, for low rupture velocities is small compared to all
geometric dimensions of the model. Further if, as done by
Palmer and Rice [1973], we consider that in the slip-
weakening zone the shear stress varies linearly with dis-
tance along the crack within the end zone, then with a
Poisson ratio equal to 0.25 (l = m), we get

Lc ¼
16mG

3p so
yx � tr

� � ; R0 ¼
9mG

4p tp � tr
� �2 ð2Þ

where G =
R
o
1(t(Du) � tr)d(Du) is the fracture energy for

the slip weakening model, m is the shear modulus of the
medium and syx

o is the initial shear stress in the medium.
[19] The size of the slip-weakening zone, R, depends on

the rupture velocity [Rice, 1980; Poliakov et al., 2002; Rice
et al., 2005; Bhat et al., 2007], at least for essentially steady
state dynamic rupture configurations with vr nearly uniform
over a transit time R/vr . In the range vr < Rayleigh wave
speed cR of the medium, of primary interest here, it
diminishes with increasing rupture velocity to reach the
value of zero at the limiting speed cR, as

R ¼ R0

F vrð Þ ð3Þ

where F(vr) increases from one to infinity when vr increases
from 0 to cR. To obtain proper results, the slip-weakening
zone should be adequately resolved in any numerical
model. As shown by Kame et al. [2003] we take the cell
size, Ds, equal to R0/5 for low and intermediate rupture

Figure 3. Slip-weakening Coulomb friction law [Kame et
al., 2003]. The peak and residual strength (tp, tr), and
strength (t) at any particular amount of slip (Du), is
proportional to normal compressive stress (�sn).
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velocities (vr = 0.60cs and 0.80cs respectively) and Ds =
R0/10, and for the high velocity vr = 0.90cs.

2.4. Rupture Propagation

[20] Assuming that the normal stress is compressive (sn<0),
the rupture will propagate the following way. If t > �fdsn the
rupture will slip right-laterally; else, if t < fdsn the rupture
will slip left-laterally. Here, we focus on right-lateral rupture.
If the slip-velocity is predicted to be negative we then set it to
zero. We do not allow any backward slipping, i.e., we do not
allow left-lateral slip.

2.5. Boundary Integral Equation (BIE) Method

[21] Boundary integral equation methods are very effi-
cient for the study of cracks in homogeneous media, in that
the calculations are done only along the crack trace which
therefore allows the study of complex crack geometries.
[22] This method derives from the basic integral repre-

sentation theorem in dynamic elasticity, [e.g., Aki and
Richards, 1980]. T. Tada et. al, Boundary Integral Equations
for the Time-Domain and Time-Independent Analyses of
2D Non-Planar Cracks, submitted to Earth and Planetary
Physics, 1995, hereinafter referred to as T. Tada et. al,
submitted manuscript, 1995 has calculated the change in
tangential and normal stresses due to a mode II rupture
along an arbitrarily shaped crack. A discretized version of
those stresses were calculated in earlier works by Koller et
al. [1992], Cochard and Madariaga [1994], Kame and
Yamashita [1999a, 1999b; Kame et al., 2003], Kame et al.
[2003], and Fliss et al. [2005] using piecewise constant
interpolation cells. The resulting stresses are, assuming that
the discretized slip velocity Vi

k is constant within each
spatial element and during each time step k [Figure 4].

Dtnl ¼ Ko
oV

n
l þ

Xn�1

k¼1

X
i

K
l;i;n�k
tangentialV

k
i þ tol ð4Þ

Dsn
l ¼

Xn�1

k¼1

X
i

K
l;i;n�k
normalV

k
i þ so

l ð5Þ

[23] In these expressions k, n are the discretized time
indices, and i, l the discretized spatial indices. tl

o and sl
o are

respectively the ‘pre’ shear and normal stresses. Dtl
n and

Dsl
n are respectively the changes in shear an normal stresses

at time step n. Ko
o (= �m/2cs) is the radiation damping term

[Cochard and Madariaga, 1994; Rice, 1993]. It represents
the instantaneous contribution of the current slip-velocity at
a certain point to the shear stress at the same point. An
instantaneous term does not appear in the expression of the
normal stress as long as we consider no opening of the
crack. Kl,i,n�k is the dynamic stress kernel which represents
the influence of unit slip-velocity in cell i at time step k on
cell l at time step n. These equations show the contribution
of the whole fault stress history (within the causality cone)
to the shear stress at one point of the fault.

3. Choice of Parameters

[24] Different parameters play a major role when explain-
ing the propagation of an earthquake, such as the state of
stress in the region before the earthquake nucleates, the
rupture velocity, the direction of propagation of the fault and
the length of the fault [Poliakov et al., 2002; Kame et al.,
2003].

3.1. Influence of Rupture Velocity

[25] Some earthquakes are observed to be very slow and
others propagate very quickly. In their two dimensional
steady state slip pulse model, Rice et al. [2005], building on
the semi-infinite mode II crack model of Poliakov et al.
[2002], have shown that the closer is the rupture velocity vr
to the Rayleigh wave speed of the medium, the larger is the
off-fault stress concentration. This stress concentration is
mainly around the rupture tip and extends away from the
fault to distances of the order of the size of the slip
weakening zone in the low rupture velocity, low stress drop
limit, as shown in Figure 5.
[26] Thus different rupture velocities, when approaching

the branching point, may or may not nucleate rupture on the

Figure 4. Nomenclature used and schematic diagram of the discretized BIE method. The points
represent the cells with non-zero slip velocity [Fliss et al., 2005].
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branched fault. We choose three values for the rupture
velocity near the branching region, 0.60cs, 0.80cs, and
0.90cs, low, medium and high rupture velocity respectively,
characterized by Kame et al. [2003]. We control the rupture
velocity, when approaching the branching junction, by
nucleating rupture at various distances from the branching
junction as shown in Figure 6.

3.2. Friction Coefficient and Fracture Energy

[27] The slip-weakening law depends on the values of fd
and fs, the friction coefficients, and on Dc, the critical slip.
Poliakov et al. [2002] and Rice et al. [2005] showed that the
ratio fd/fs has a large influence on the shape of the high-
stress region. For our study we take the same values as those
by Kame et al. [2003], which are fs = 0.60 (typical value for
crustal rocks) and fd = 0.12 (chosen arbitrarily).

3.3. Influence of Initial Stress

[28] From Poliakov et al. [2002] and Kame et al. [2003]
we know that although rupture velocity plays a key role in
triggering high off-fault stresses, the sustenance of rupture
on a branch is controlled by the inclination of the principal

maximum compressive stress with respect to the main fault.
All stresses can be normalized by the initial compressive
normal stress, �syy

o (syy
o is positive in tension), on the main

fault. The normalized shear stress was fixed at 0.24 to set the
seismic S ratio, (tp�sxy

o )/(sxy
o � tr), Andrews [1976], to be

equal to 3 (which leads to sub-Rayleigh rupture). sxx
o /syy

o was
then chosen to fix the inclination of the principal maximum
compressive stress on the main fault.
[29] Poliakov et al. [2002] concluded that generally for

low principal maximum compressive stress inclination Y
with respect to the main fault, the high stress region (in the
sense of proximity to Mohr-Coulomb failure conditions)
would be on both sides of the fault as in Figure 5a. For large
values of Y, especially angles greater than 45�, it would be
mainly on the extensional side (Figure 5b).
[30] Kame et al. [2003] and Bhat et al. [2004] showed in

their numerical simulations that with increasing orientation
angle Y of the maximum principal compressive stress with
respect to the main fault, the favored branch for rupture
propagation changes from the one on the compressional side
to the one on extensional side. Also, the rupture path
becomes more and more exclusively along the branch when

Figure 5. (a) Elastically predicted regions of cohesionless Mohr-Coulomb failure around a slip pulse
propagating with a steady speed of vr, scaled by the shear wave speed, cs. Fault constitutive behavior
characterized by spatially linear strength weakening criterion with the peak strength, tp = �0.6syy

o and the
residual strength, tr = 0.2tp at pre-stress ratio sxx

o /syy
o = 2.0. The size of the slip weakening zone, R, is

0.001 times the length of the slip pulse, L. R*0 is the value of R in the low rupture velocity, low stress drop,
limit. The light gray region represents the zone of potential Mohr-Coulomb failure and the failure planes
are shown. The dark line represents the main fault. The dark gray region represents the region where one
of the principal stress components turns tensile. (b) Same as (a) except sxx

o /syy
o = 0.8. [Rice et al., 2005].
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the extreme values (0�, for a compressional right-laterally
slipping branch, and 90�, for an extensional right-laterally
slipping branch) of the maximum principal compressive
stress orientation are approached. This exclusivity is lost
with increasing rupture velocity but once again, as the limits
of Y are reached, the exclusivity becomes more and more
independent of rupture velocity.
[31] We choose Y = 13�, 56� and 70� in our simulations

to compare our results with those for infinite branches of
Kame et al. [2003] and Bhat et al. [2004], for different
branch angles and rupture velocities near the branching
junction.

3.4. Influence of the Branch Orientation With Respect
to the Main Fault

[32] Since the extensional and the compressional sides of a
fault are stressed asymmetrically the final rupture pattern
depends on the orientation of the branch fault with the main
fault, 8, (i.e., with the x axis) as shown by Kame et al. [2003].
[33] We consider different inclinations of the branch, with

respect to the main fault, that have been shown to have
dynamically ruptured by Kame et al. [2003]. We thus
consider for Y equal to 13�, equal to 15� and 30� (com-
pressional side), and for Y equal to 56� and 70�, equal to
�15� and �30� (extensional side).

3.5. Influence of the Length of the Branch

[34] Maps of surface slip of large earthquakes [e.g.,
Sowers et al., 1994] reveal many minor branches, along
and beyond the damage zone of a fault structure, and that
these branches are of varying lengths with mapped lengths
extending from one hundred to a few hundreds of meters.
For example, during the 1992 Landers event, one can
hypothesize that the main rupture made several attempts
to branch on the extensional side of the Johnson Valley fault
before finally branching off to the Kickapoo fault. The
influence of these features has not been studied precisely
yet. The small ones have always been neglected until now
while the larger ones were considered to be infinite,
effectively, for purposes of analyzing whether the branch
path was followed. In this work we try to explain the role of
finite branches, specifically their length, Lbr, on rupture
propagation along the main fault.

4. Discussion of Results

4.1. Role of Finite Branches as Compared to ‘Infinite’
Branches

[35] A very detailed study of rupture propagation along a
branched fault system had been conducted by Kame et al.
[2003] for the case where rupture was never terminated on

Figure 6. Position of the branch with respect to the nucleation zone in order to achieve different rupture
velocities at the branching junction.
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the branch (‘infinite’ branch case). The three main parame-
ters delineated by them, based on the earlier work by
Poliakov et al. [2002], were the orientation angle Y of the
maximum principal compressive direction of the pre-stress
field with respect to the main fault, the incoming rupture
velocity vr at the branching junction, and the orientation
angle of the branch fault with respect to the main fault. Bhat
et al. [2004], making use of the Boundary Integral Equation
Method for the same set of parameters mentioned above,
tried to explain the exclusivity of the branching phenomenon
observed during the 2002 Denali Fault earthquake in Alaska.
[36] We would like to categorize the results of Kame et al.

[2003] and Bhat et al. [2004], where branching was
observed, into two cases, as follows:
[37] 1. The rupture took the branch exclusively and

stopped on the main fault.
[38] 2. The rupture propagated on both the main and the

branch fault.
[39] The goal here is then to study the effect of finite short

and long branches on the rupture propagation characteristics
along the main fault, as compared to the infinite branches of
Kame et al. [2003] and Bhat et al. [2004].
[40] Kame et al. [2003] observed that for extreme incli-

nations of Y (= 13� and 56�), the rupture almost always
propagated, exclusively, on the compressional (8 > 0) or the
extensional branch (8 < 0), respectively. This exclusiveness
was no longer observed when either the branch angle was
high (8 = 30� or �30�) or when the rupture velocity was
close to the limiting speed, the Rayleigh wave speed. In
both these cases, the authors hypothesized that the stress-
shadow effect was less dominant (due to high rupture
velocity or high inclination of the branch) making the two
propagating ruptures, on the main and the branch fault,
almost independent of each other. Bhat et al. [2004]
observed exclusivity of branching with the 2002 Denali
fault earthquake, where Y = 70� with 8 = �15�, for low and
intermediate values of rupture velocities.
[41] We hence chose the above mentioned values for

Y (8 = 13�, 56� and 70�) and considered branch angles for
which rupture was taken along the branch in the infinite
branch case. These are 8 = 15� and 30� for Y = 13� and 8 =
�15� and �30� for Y = 56� and 8 = �15� (the only case
studied by Bhat et al. [2004]) for Y = 70�. We also consider
all incoming rupture velocities at the branching region,
namely vr = 0.60cs, 0.80cs and 0.90cs as done by Kame et
al. [2003] and Bhat et al. [2004].

4.2. Case With Exclusive Branching

[42] When Y = 13� and when the branch was inclined at
an angle of 15� to the main fault, the Kame et al. [2003]
infinite branch analysis showed that irrespective of the
incoming rupture velocity at the branching junction, the
rupture always stopped on the main fault almost immedi-
ately beyond the branching junction. There was also stop-
page of rupture on the main fault when the branch angle was
30� but only at the lowest speed studied, vr = 0.60cs.
[43] When the rupture on the branch is terminated due to

finite branch length, in simulations analogous to those
discussed in the previous paragraph, we observe some very
interesting dynamical behavior of rupture on the main fault.
For the case when Y = 13�, 8 = 15�, the perturbation of the
stress field on the main fault during rupture propagation on

the branch was sufficient to terminate propagation on the
main fault, irrespective of the incoming rupture speed, for
both short (Lbr = 6R0) and long branches (Lbr = 30R0 for vr =
0.60cs, 0.80cs and Lbr = 20R0 for vr = 0.90cs). For the above
case, when vr = 0.80cs, we studied the precise sensitivity of
rupture to branch length and noticed that only when the
branch is extremely short, Lbr = 1R0, rupture continues to
propagate on the main fault. This shows that extremely short
branches (lengths of the order of R0) can cause earthquake
ruptures to renucleate on the main fault, at least on faults
like this one which are in a regional stress field which is
poorly aligned relative to the optimal alignment for Cou-
lomb rupture on the main fault (Y = 13� vs. YCoulomb = 29.5�
based on fs = 0.60). These results for the finite branch cases
(except for branch lengths of the order of R0) could have
been suspected from the infinite branch case [Figure 7], in
which rupture chose to follow the branch and soon aban-
doned the main fault.
[44] For branches on the extensional side, exclusive

branching was observed by Kame et al. [2003] in the
infinite branch case when Y = 56� and 8 = �15� when vr =
0.60cs and vr = 0.80cs [Figure 7]. For the above cases, the
rupture once again stops on the main fault beyond the
branching point for both short (Lbr = 6R0) and long branches
(Lbr = 30R0) for vr = 0.60cs and for long branch (Lbr = 30R0)
when vr = 0.80cs.
[45] When the length of the branch was reduced from

30R0 to 10R0 and when the incoming rupture velocity was
0.80cs, the rupture slowed down and stopped temporarily on
the main fault until the large perturbation in the stress field,
due to the stoppage of rupture on the branch, reached the
main fault to kick-start the rupture again on the main fault.
Thus a short enough branch (with a length up to 10R0,
Figure 8), with an intermediate rupture velocity like 0.80cs
on the main fault, was sufficient to renucleate the rupture on
the main fault. Figure 9 shows this phenomenon quite
clearly. When the branch length was 6R0, the scaled shear
stress evolution on the main fault around the branching
junction shows clear propagation of the rupture front,
corresponding to the peaks in the figure. The time steps
shown in the plots correspond to the time when the rupture
front on the main fault was approaching the branching
junction to the time when the rupture has completely
stopped on the branch. When the branch length was
increased to 30R0 we see the peaks in the shear stress never
reaching the peak strength (tp = 0.6syy) resulting in no
further rupture propagation.
[46] When Y = 70� and 8 = �15� Bhat et al. [2004]

observed in the infinite branch case that the rupture stops on
the main fault for low and intermediate rupture velocities
(vr = 0.60cs and vr = 0.80cs) [Figure 7].
[47] For branch lengths greater than 6R0 our simulations

show that a finite branch has the same effect on the rupture
on the main fault, i. e. the rupture terminates on the main
fault, although the distance covered by the rupture, before
stopping, on the main fault depended on the branch length.
We also studied sensitivity to branch length for the partic-
ular case when the incoming rupture velocity was 0.80cs.
We introduced branches of length 1, 2, 3, 4, 5 and 6R0 and
studied their effect of rupture propagation characteristics on
the main fault. We observe a transition length of the branch,
at 6R0, where the rupture on the main fault transitions from
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